


MLS design provides vastly improved overall sealing performance as compared to
conventional constructions. A typical MLS design includes Functional Layers, Stopper
Layer and Distance Layer.

Talbros, India’s no.1 Gasket manufacturer brings you Wide Application Range

Multi Layer Steel (MLS) Cylinder Head Gaskets in Tata Indica

Tata Indigo These include Full Beads for Combustion

Tata Sumo Victa Sealing and Half Beads for Fluid Sealing.

Corporation (NLK), Japan. NLK is a global supplier Tata 710 / 711 The Functional Layers are usually made of
. ; Spring Steel with Elastomer Coating which

to Honda, Suzuki, Yamaha, General Motors, Ford, Toyota Qualis i .3 . e < ol

General Motors — Tavera provides micro-sealing. Sealing is actually
Honda City achieved by the elastic energy stored in the
embossments.
Honda Civic

collaboration with global leader — Nippon Leakless

Chrysler & other leading OE manufacturers.

This is made of Stainless Steel material and
provides the first stage sealing element for
combustion gases.

Stopper| Full |
Zone Bead

This layer is made of Low Carbon Steel with
optional elastomer coating. It is used for
adjusting the gasket thickness.
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Tata Sumo Victa Toyota Qualis Honda City Honda Civic General Motors - Tavera

More gaskets for other
cars & SUVs to be
launched soon.

Over the years, Talbros name Distinctive advantages :
has become synonymous with Improved Sealing :

high quality and reliability. * Ability to withstand Higher Combustion Pressure & Temperature

. . . e High Bolt Load Retention
Talbros will continue to bring
Durability :

to the Indian market, the latest «  Long Service Life

Technology in Gasket Sealing. Low emissions -

* Reduced Bore Cylinder Head Distortion (low oil consumption)
* Reduced component wear (piston, valve train etc.)




Talbros Automotive Components Limited

14/1 Delhi - Mathura Road
Faridabad - 121003, Haryana, India
Tel: +91-129-2275434; 4047438 /9

Fax: +91-129-2277240; 2272263
E-mail: talbros@talbros.com

www.talbros.com






